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(57) Abstract 

A media player for playing broadcast material 
and associated supplemental information includes a 
receiver configured to receive broadcast material from 
a broadcast service provider. The broadcast material 
includes program segments and program data related to 
one or more of said program segments. The player 
plays program segments of said received broadcast 
material on a user's terminal. An information retrieval 
module forwards an item of program data related to 
a given one of the program segments to a first server 
enabling (he server to retrieve parameters identifying 
one or more items of supplemental material for said 
given program segment. The information retrieval 
module forwards the parameters to a second server to 
retrieve supplemental materials from said second server 
based on the parameters, and provides the supplemental 
materials to the player for playback widi a given 
program segment of broadcast material. 



PROGRAM 
PROVIDER 
104 






DA 
SER 

11 


TA 

VER 

(6 



BROADCAST 
PROVIDER 
108 



USER 
112 



DATA 
118 



MATERIAL 
SERVER 
120 




FOR THE PURPOSES OF INFORMATION ONLY 



Codes used to identify States party to the PCX on the front pages of pamphlets publishing international applications under the PCX. 



AL 


Albania 


BS 


Spain 


LS 


Lesotho 


SI 


Slovenia 


AM 


Armenia 


FI 


Frnland 


LT 


Lithuania 


SK 


Sk>vakia 


AT 


Austria 


FR 


f^mce 


LU 


Luxembourg 


SN 


Senegal 


AU 


Australia 


GA 


Gabon 


LV 


Latvia 


sz 


Swaziland 


AZ 


Azerbaijan 


GB 


United Kingdom 


MC 


Monaco 


TD 


Chad 


BA 


Bosnia and Herzegovina 


GB 


Georgia 


MD 


Repid>Ik; of Moklova 


TG 


Togo 


BB 


Barbadoa 


GH 


Ghana 


MG 


Madagascar 


TJ 


Ta^kistan 


BE 


Belgium 


GN 


Guinea 


MK 


The former Yugoslav 


TM 


. Ttnfcmenistan 


BF 


Buitina l^so 


GR 


Greece 




Republic of Macedonia 


TR 


Turkey 


BG 


Bulgaria 
Benin 


HU 


Hungary 


ML 


Mali 


TT 


Trinklad and Tobago 


BJ 


IB 


betamd 


MN 


Mongolia 


XJA 


Ukraine 


BR 


Brazil 


IL 


Israel 


MR 


Mauritania 


UG 


Uganda 


BY 


Belarus 


IS 


Iceland 


MW 


Malawi 


US 


United States of America 


CA 


Canada 


IT 


baly 


MX 


Ntotioo 


uz 


Uzbekistan 


CF 


Central African Rqmblic 


JP 


Japan 


NB 


Niger 


VN 


Viet Nam 


CG 


Congo 


KB 


Kenya 


NL 


Netherlands 


YU 


Yugoslavia 


CH 


Switzerland 


KG 


Kyigyzstan 


NO 


Norway 


ZW 


Zimbabwe 


CI 


CAce d'lvoiie 


KP 


Democratic People's 


NZ 


New Zealaixl 






CM 


Cameroon 




Republic of Korea 


PL 


Poland 






CN 


China 


KR 


R^Miblic of Korea 


FT 


Pom^al 






CU 


Cuba 


KZ 


Kazakstan 


RO 


Romania 






CZ 


Czech Republic 


LC 


Saint Lucia 


RU 


Russian Federation 






DE 


GcrmBny 


U 


Liechtenstein 


SD 


Sudan 






DK 


Den marie 


LK 


Sri Lanka 


SB 


Sweden 






BE 


Estonia 


LR 


Liberia 


SG 


Singapore 







wo 00/19646 



PCT/US99/21231 



DESCRIPTION 

SYSTEM AND METHOD FOR REPRODUCING SUPPLEMENTAL INFORMATION IN ADDITION TO INFORMATION 
TRANSMISSIONS 

The present application is related to copending United States Patent Applications 
5 No. To Be Assigned , docket number 237/092, titled "System and Method for Coordinating 
Supplemental Materials With Broadcast Material," No. To Be Assigned, docket number 
237/093, titled "System and Method For Providing Broadcast Material History," and No. 
To Be Assigned, docket number 237/094, titled "System and Method For Coordinating 
Communications Network Advertising Material," each of which are of common assignee 
10 and are filed concurrently herewith and each of which are incorporated herein by reference 
in their entirety. 

Backgroimd Of The Invention 

1. Field of the Invention 

The present invention relates generally to broadcast materials, and more 
15 particularly to a player for coordinating the delivery of supplemental information with 
broadcast materials. 

2. Related Art 

The proliferation of processors and processor-based systems in recent years has led 
to a tremendous increase in the ability of businesses, industry and individuals to share 

20 information. Most computers and workstations in today's homes and offices are 
connected in some manner to another computer or workstation, either locally or remotely. 
An early form of such inter-connection of computing systems is the local area networic 
(LAN). Using LAN technology, several computers, workstations, peripherals, or other 
related devices can be connected to share data among one another and to share network 

25 resources. 

The Internet can be thought of as an extension of local area network technology. 
The Internet originally began as a commxmication network through which government 
researchers, scientists and other personnel could exchange data or other information 
between offices and facilities throughout the world. Eventually, the Internet became 
30 accessible to the public. Initially, the public was slow to embrace the Intemet, and it 
seemed as if the Intemet would remain nothing more than a way for a select group of 
technologists to exchange e-mails and other data or information. Eventually, however. 
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entrepreneurs who envisioned the growth of the consumer market for Internet services 
were able to attract a large number of consumers into the fold. As a result, a sort of 
snowball effect ensued in which more and more consumers become Intemet users, and in 
turn, more and more businesses rushed to get web pages set up on an Intemet server. With 
5 more businesses offering information, products and services on the Web, more consumers 
were attracted to the Intemet. This cycle rapidly fed on itself virtually creating an 
explosion on the Internet. 

However, the proliferation of the Intemet did not stop with the provision of web 
pages to the Intemet users, or web surfers. In the true capitalistic spirit, providers of 
10 popiilar web pages found that they were able to sell advertising space on their web pages. 
Thus, the Intemet became not only a way for businesses to advertise their own businesses 
on their web pages, but also a way for advertisers to include their ads on others* web 
pages. 

Seemingly overnight, the Intemet had transformed into the new advertising 
15 medium of the decade. Virtually every business and industry jumped on to the Intemet 
bandwagon. On top of that, hundreds, if not thousands, of new businesses were created to 
ofTer Internet-related services. It seemed as if just about everyone was able to capitalize 
on this new medium. 

However, in spite of this proliferation, there were still a few business that were left 

20 out of the Intemet craze. One example of such a business is the radio industry. Although 
stations could offer their own web sites on the Intemet, such sites typically were not 
popular among the web surfers, and thus were not a good source of advertising revenues. 
Thus, even though radio stations could participate in the Internet, their only gains from 
doing so were PR-related. 

25 Eventually, enterprising web developers decided that they could offer a mechanism 

by which one or more radio stations or radio networks could offer their broadcast 
materials over the Intemet. One popular Intemet site offering this service is 
www.broadcast.com. although there are others. While many radio stations have agreed to 
provide their programming across the Intemet by such service providers, most have found 

30 that this has not led to an increase their advertising revenues. Although these providers 
offer an excellent service to radio stations and their listeners, most advertisers are not 
willing to pay a premium for advertising slots simply because the broadcast material is 
additionally offered to listeners over the Intemet. Thus, even though these services 
allowed radio stations to further participate in the Internet-related industry, their ability to 

35 fully take advantage of Intemet opportunities is still somewhat limited. 
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Additional background information on the use of computer networks as a broadcast 
medium is available fiom "BROADCAST AND DISTRIBUTION SYSTEM AND 
METHOD,'' U.S. Patent Application Serial No. 08/961^14, filed October 30, 1997, and 
"AUDIO CONTENT PLAYER METHODS AND ARTICLES OF MANUFACTURE," 
5 U.S. Patent Application Serial No.08/976,971, filed November 25, 1997, both of which are 
fully incorporated by reference herein as though set forth in full. 

Summary Of The Invention 

The present invention is directed toward systems and methods for providing 
enhanced features for the delivery of broadcast material to a listener, viewer or, more 

1 0 generally, a user. According to one aspect of the invention, supplemental materials can be 
provided to a user in a coordinated fashion with the broadcast materials being delivered. 
The supplemental materials can be provided in a coordinated fashion such that they relate 
to the actual broadcast materials as they are being streamed or otherwise delivered to the 
user. For example, according to one embodiment, the broadcast material is delivered to 

15 the user in segments such as, for example, tracks of music, advertisements, and 
promotional materials in a radio broadcast. In this embodiment, the supplemental 
materials can be coordinated with the individual segments (e.g., tracks) such that 
supplemental materials relating to the segments can be provided as the segments are being 
provided to the user. 

20 Supplemental materials can include, for example, images, video clips, audio clips, 

data, or other materials that may be provided to the user in conjunction with the broadcast 
materials. The supplemental materials can also include advertising information that is 
provided to the user during particular segments of the broadcast material. In one 
embodiment, this advertising information can be coordinated with the particular segments 

25 of the broadcast material such that the value of the advertising is enhanced. 

One example application of this aspect of the invention is found in the broadcast of 
radio broadcast materials over the Internet. According to this example application, the 
radio broadcast materials can include a plurality of tracks that can be streamed to a user 
via the Internet The tracks can inclxide, for example, music tracks, advertising tracks, DJ 

30 voice or introduction tracks, promotional tracks, and any other track that a station my wish 
to broadcast as part of its broadcast material. In one embodiment, the tracks are provided 
along with program data that can indicate, for example, an identification of the tracks the 
type of track, and other pertinent or relevant information regarding the particiilar track 
being broadcast at that time. This information can be provided to an Internet broadcast 
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service provider that "broadcasts" the broadcast materials and the program data to the 
listener's Intemet terminal. 

The listener receives the broadcast material and the program data via the Intemet 
connection and plays it on his or her computer, workstation or other Intemet terminal. 
5 This can be a web page type player or a downloaded player that is resident on the laser's 
terminal. When the user's terminal receives a track to be played, the user's terminal takes 
the program data associated with that track and uses that data to access one or more 
servers to retrieve the siq)plemental information. 

In one embodiment, the data can be used to access a first server to directly retrieve 

10 the supplemental information to be coordinated with the broadcast material. In another 
embodiment, the program data can be used to retrieve locational or other identification 
information from the first server, and use this retrieved information to retrieve the 
supplemental information firom a second server. In yet another embodiment, some or all 
of the supplemental information may be stored at the listener's terminal. In this case, the 

IS program data is used to retrieve the supplemental information fit>m local storage. 

According to another aspect of the invention, a history bar can be provided in 
conjunction with the broadcast material. The history bar can be used to display a history 
of the segments or tracks of the broadcast material that were broadcast to the listener or 
other listeners. The history bar can allow the listener or user to retrieve supplemental 

20 information about or pertaining to a previous segment that had been broadcast. Thus, if 
the user v^shes to, for example, obtain information about a song track that was played in 
the recent past, or obtain additional information about a product that was advertised in the 
recent past, the user can select the particular item firom the history bar, and retrieve this 
supplemental information. 

25 In one embodiment, any information or supplemental information that was 

retrieved during initial playing of the subject track can be saved locally, for example in a 
circular type buffer or a FIFO or LIFO buffer. Thus, this information is available to the 
user without the need to retrieve the supplemental information again fit>m one or more 
servers. Alternatively, only the program data needs to be stored and associated with each 

30 track. In this alternative, the user terminal uses the program data to retrieve the 
supplemental information. An advant^e of the history bar is that it can allow the user to 
in effect go back in time to obtain information about a segment that was played in the past. 
In this manner, the information relating to the segment is not lost to the user once the time 
for the segment has past. 

35 A method and apparatus for facilitating the coordination of visual advertisements 

with audio broadcast material if provided in "SYSTEM AND METHOD FOR 



wo 00/15»646 



PCT/US99/21231 



5 

COORDINATING COMMUNICATIONS NETWORK ADVERTISING MATERIALS," 
Lyon & Lyon Docket No. 237/094, filed on even date herewith and which is owned by 
common assignee, and which is incorporated herein by reference as though set forth in 
fuU. 

5 Further features and advantages of the invention as well as the structure and 

operation of various embodiments of the invention are described in detail below with 
reference to the accompanying drawings. 

Brief Description Of The Drawings 

The present invention is described with reference to the accompanying drawings. 
10 In the drawings, like reference numbers indicate identical or functionally similar elements. 

Figure 1 is a block diagram illustrating an example architecture for providing 
supplemental materials in coordination with broadcast materials according to one 
embodiment of the invention. 

Figure 2 is an operational flow diagram illustrating a process for coordinating 
IS sxipplemental materials with the program provided to user equipment according to one 
embodiment of the invention. 

Figure 3 is a block diagram illustrating £in alternative embodiment to the 
architecture illustrated in Figure 1. 

Figure 4 is an operational flow diagram describing the coordination of 
20 supplemental materials with the broadcast material according to the example embodiment 
illustrated in Figure 3. 

Figure S is a block diagram illustrating the example application of the invention in 
which a radio station provides its broadcast materials to a listener at a user terminal 
according to one embodiment of the invention. 
25 Figure 6 is a operation flow diagram illustrating an example process by which 

supplemental information can be coordinated with the broadcast material in the example 
application illustrated in Figure S. 

Figure 7 is a diagram illustrating an example user interface for an example player 
according to one embodiment of the invention. 
30 Figure 8 is a dieigram illustrating an example functional architecture for a player 

according to one embodiment of the invention. 

Figure 9 is an operational flow diagram illustrating a process for implementing a 
history window according to one embodiment of the invention. 

Figure 10 is a diagram illustrating an example implementation of an architecture 
35 for providing supplemental materials with broadcast material. 



wo 00/19646 



PCT/US99/21231 



Figure 11 is a diagram illustrating an example song table and provider table 
according to one embodiment of the invention. 

Figure 12 is a diagram illustrating an example player according to one embodiment 
of the invention. 

5 Figure 13 is a diagram illustrating an example computer architecture according to 

one embodiment of the invention. 

Detailed Description Of The Invention 

The present invention is directed toward a system and method for coordinating 
supplemental materials with broadcast materials delivered to a viewer, listener or other 

10 program user. According to one specific implementation of the invention, the invention is 
directed toward a system and method for coordinating supplemental information such as 
advertising and promotional information with a radio station broadcast over the Internet. 
However, as described below, alternative embodiments can include the coordination of 
supplemental materials such as images, video clips, audio clips, text, data or other 

1 5 materials with the delivery of broadcast material. 

Figure 1 is a block diagram illustrating an example architecture for providing 
supplemental materials in coordination with broadcast materials according to one 
embodiment of the invention. The example embodiment illustrated in Figure 1 includes a 
program provider 104 for providing broadcast materials to a user equipment 1 12. Program 

20 provider 104 can provide, for example, broadcast materials such as a radio program, a 
video program, or other broadcast materials on another program medimn. For example, in 
one embodiment, program provider 104 can be a radio station broadcasting its radio 
program to a number of listeners. 

Program provider 104 can provide its broadcast materials directly to a user's user 

25 equipment 1 12 or alternatively, via a broadcast provider 108. Broadcast provider 108 may 
be included to allow the broadcast material to be forwarded to the user via an alternative 
mediixm. For example, in one embodiment, an example of a broadcast provider 108 can 
be a service provider such as, for example, www.broadcast.com that provides radio 
broadcast materials to user equipment 112 via the Internet. In this document, the term 

30 "broadcast" is used to describe the delivery of broadcast materials to one or more than one 
user or other destination via a hard-wired or wireless communication channel. 

Depending on the broadcast or delivery medium, the user equipment can include, 
for example a processor-based system, such as a personal computer (PC) or other 
processor-based system, having an appropriate communication interface. In the Internet 
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embodiment described above, user equipment 112 can include, for example, an Internet 
terminal having an Internet conmiimication interface. 

In the embodiment illustrated in Figure 1, program provider 104 provides 
information pertaining to the broadcast materials to a data server 116. For example, 
S program provider 104 can provide to data server 116 an identification of the broadcast 
materials that are being broadcast or otherwise provided to user equipment 112. This data 
can be sent in real time as the broadcast materials are being broadcast or otherwise sent to 
user equipment 112. Alternatively, the data can be sent in advance of the delivery of the 
broadcast materials. If sent in advance, the data preferably also includes a schedule for the 

10 programming materials such that supplemental information associated with the broadcast 
materials can be coordinated with the broadcast materials, as discussed below. 

In operation, data server 116 utilizes the data received from program provider 104 
to retrieve supplemental materials related to the broadcast materials and to provide those 
supplemental materials to user equipment 112 in coordination with the broadcast 

1 S materials. Thus, in one embodiment. Data server 116 uses the data from program provider 
104 to retrieve the associated supplemental materials firom its one or more data storage 
databases 118 and provide these materials to user equipment 112. 

In the context of the radio station example, data from program provider 104 can 
include event codes identifying the item being broadcast to user equipment 112. Event 

20 codes can be codes indicating, for example, a current song being played, an advertising 
spot being played, or other material in the stream of broadcast materials being broadcast 
by program provider 104. Continuing in this example scenario, data server 116 can 
retrieve supplemental information pertaining to the specific item of programming being 
broadcast such as, for example, images, video clips, or textual data relating to the material 

25 being broadcast 

In an alternative embodiment, the supplemental materials are not necessarily stored 
in databases 118 of data server 116. Instead, the supplemental materials can be stored in 
one or more external data bases 122 associated with one or more external servers 120. 
Thiis, also illustrated in Figure 1 is a material server 120 and its associated data base 122. 

30 In this embodiment, wiien data server 116 uses the data fi-om program provider 104 to 
retrieve locational or other identification information about the supplemental information 
to be coordinated with a broadcast Data server 116 provides this locational or 
identification information to user equipment 112. User equipment 112 then uses , this 
locational or other identification information to access server 120 to retrieve the associated 

35 supplemental materials from one or more material servers 120. 
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Figure 2 is an operational flow diagram illustrating a process for coordinating 
supplemental materials with the program provided to user equipment 112 according to one 
embodiment of the invention. Referring now to Figure 2, in a step 132, program provider 
104 delivers its broadcast materials to user equipment 112. As stated above, the broadcast 
S materials can be audio, video or other broadcast materials including, for example, a radio 
broadcast, a television broadcast, an educational broeidcast or other delivery of broadcast 
materials to a user equipment 112. As illustrated in Figure 1, delivery of the broadcast 
materials can also be accomplished via an intermediary broadcast provider 108. In one 
example, the intermediary broadcast provider 108 can be, for example, an Internet 

1 0 provider 1 08, or other intermediary provider. 

In a step 134, program provider 104 delivers data pertaining to the broadcast 
materials to data server 116. This data can include, for example in one embodiment, data 
identifying the broadcast material or the particular portion of broadcast material currently 
being broadcast to user equipment 112. This data can be provided in real time as the 

15 broadcast material is being provided to user equipment 112, or, alternatively, in advance 
of delivery of the broadcast material. 

As described above with reference to Figtire 1, there are at least two alternative 
embodiments by which the supplemental materials can be provided to user equipment 112 
in coordination with the broadcast materials. Each of these embodiments are described 

20 with reference to Figure 2 and are illustrated as parallel flow paths in the diagram of 
Figure 2. In a step 136, data server 116 uses the data from program provider 104 to 
retrieve the supplemental materials from data base 118. As stated, these supplemental 
materials can include, for example, audio, video, image, data, or other information. 

In a step 138, data server 116 provides the retrieved supplemental materials to user 

25 equipment 112 such that they can be played, displayed, or otherwise provided to the user 
in coordination with the broadcast materials. In one embodiment the data is provided to 
data server 1 16 in real time as the broadcast material is provided to user equipment 112. 
In this embodiment, data server 1 16 can simply retrieve the supplemental materials and 
provide them to user equipment 1 12 as the server receives the data from program provider 

30 104. Alternatively, where the data is provided by program provider 104 in advance of the 
broadcast material, data server 116 can build a schedule for retrieval of the supplemental 
materials and their delivery to user equipment 112. In these or other alternatives, the 
supplemental materials are provided to user equipment 112 such that they can be presented 
to user equipment 112 in coordination with the broadcast materials. In a step 140, the 

35 supplemental materials can be played, displayed, or otherwise provided to the user in 
coordination with the broadcast materials. 
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Referring now to the parallel path of Figure 2, in a step 142, the data server 116 
uses the data fix)m program provider 104 to retrieve supplemental material parameters 
from database 118. These parameters can include, for example, locational or other 
identification information pertaining to the supplemental materials. In one embodiment, 
S this information provides an identification of where user equipment 112 may locate 
supplemental materials on another server such as, for example, server 120. These 
retrieved parameters are provided to user equipment 112. 

User equipment 112 then uses this information to retrieve the supplemental 
materials from another location. In one embodiment, user equipment 112 access server 
10 120 to retrieve the supplemental materials from data base 122. This is illustrated by a step 
144, 

This data is now available to user equipment 112 in coordination with the 
broadcast materials. Thus, in a step 146, the supplemental materials can be played, 
displayed, or otherwise provided to the user in coordination with the broadcast materials. 

15 As with the previous embodiment, data from program provider 104 can be presented in 
real time or in advance of the broadcast materials. 

In one embodiment, user equipment 112 can include the processing ability to either 
receive the supplemental materials from server 116 and provide them to the user in 
coordination with the broadcast materials or to retrieve the supplemental materials from 

20 material server 120 and provide them to the user in coordination with the broadcast 
materials. For example, in one embodiment, user equipment 112 is a computer system 
capable of receiving information via communication links including, for example, the 
Intemet, and also capable of retrieving information using similar links. Where user 
equipment 1 12 is a computer system, a player may be provided to the user such that the 

25 user equipment 112 can play the broadcast material and the supplemental materials 
provided from program provider 104. 

Figure 3 is a block diagram illustrating an alternative embodiment to the 
architecture illustrated in Figure 1 . According to the alternative illustrated in Figure 3, 
program data relating to the broadcast material is not directly provided from program 

30 provider 104 to data server 116. Instead, in this embodiment, data pertaining to the 
broadcast materials is provided along with the broadcast materials to the user equipment 
112. This can be done either directly, or via an interim provider such as, for example, 
broadcast Intemet service provider 108, 

Figure 4 is an operational flow diagram describing the coordination of 

35 supplemental materials with the broadcast material according to one or more realizations 
of the embodiment illustrated in Figure 3. Referring now to Figure 4, in a step 162, 
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10 

program provider 104 delivers the broadcast material to user equipment 112. In this step, 
the data relating to the broadcast material (i.e., the program data) is included in the signal 
provided to user equipment 112. In one embodiment, the program data and broeidcast 
material are multiplexed onto a single data link and provided to user equipment 112 either 
5 via a broadcast provider 108, or directly to user equipment 112. 

In embodiments where the data and broadcast material delivered to user equipment 
112 is ultimately in digital form, the program data can be interleaved with the broadcast 
materials in a digital data stream. This can be done by interleaving packets, or by 
interleaving the data in packet data blocks, or by interleaving the data streams together. 

10 In a step 164, user equipment 112 delivers the program data to data server 116. 

Data server 116 receives the program data in real time or near real time with the associated 
segment of broadcast material. From this point on, the operation can continue as 
illustrated above in Figure 2 whereby the supplemental information is either retrieved 
directly from data base 118 and provided to user equipment 112 (steps 136, 138, 140) or 

IS whereby locational or other identification information is provided to user equipment 112 
which then in turn receives this supplemental information from data base 122 (steps 142, 
144 and 146). 

Having thus generally described a system and method for coordinating 
supplemental information with broadcast material provided to user equipment 112, a 

20 specific application of this generalized system is now described. This specific application 
is described in terms of the above-mentioned example in which a radio station provides its 
normal broadcast material to a listener. In addition, the radio station desires that 
additional supplemental materials be provided to the listener through the use of one or 
more servers. Although the invention is now described in terms of this specific 

25 application, it will become apparent to one of ordinary skill in the art after reading this 
description that the invention is not limited to this specific application but can be more 
generally applied to other applications as well. This description is thus provided for 
illustration purposes only. 

Figure S is a block diagram illustrating the example application of the invention in 

30 which a radio station 204 provides its broadcast materials to a listener at a user terminal 
212 according to one embodiment of the invention. Figure 6 is a operation flow diagram 
illustrating an example process by which supplemental information can be coordinated 
with the broadcast material in the example application illustrated in Figure 5. 

In a step 222, radio station 204 provides its broadcast materials to a broadcast 

35 Internet service provider 208. In one embodiment, the materials provided to broadcast 
Internet service provider 208 can include the actual radio broadcast Scorn radio station 204 
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as well as event codes indicating ctirrent tracks in that broadcast, current advertising in 
that broadcast, or other data associated with the real time broadcast. In one embodiment, 
these signals can be broadcast via an AM or FM radio link to broadcast Internet service 
provider 208. 

S In this embodiment, both the audio and the data can be modulated onto an AM or 

FM carrier signal at a desired frequency. In alternative embodiments, the broadcast 
materials and the data can be provided to broadcast Internet service provider 208 in a 
digital format, encoded, compressed or otherwise, through either a hard-wired or wireless 
communication link. As is well known to those in the radio industry, many radio stations 

1 0 pre-program their broadcast material such that it can be broadcast in an automated fashion. 
Thus, the broadcast material and program data can also be provided in this fashion. 
Systems available to facilitate such pre-programming include the DAD Pro system 
available from ENCO Systems, Inc., the Master Control from Radio Computer Systems, 
Inc. and the Audio Wizard from Prophet Systems, Inc. 

IS These systems typically store the broadcast materials in advance on a hard drive or 

other data storage. As such, this data in digital form can be downloaded to broadcast 
Internet service provider 208 via any of a nimiber of communication links and protocols 
and in any of a number of formats. Alteiiuitively, a copy of a disc or other electronic 
mediiun on which the program is stored can be provided to broadcast Intemet service 

20 provider 208 to physically provide the broadcast material and data. 

In an example application of the radio station, the program data can include, for 
example, a cut number, a category of the cut, and a duration of the cut. In these 
embodiments, the cut nimiber can include number or other alpha-numeric designation 
assigned by the radio station for recorded components that air on their station. These 

25 components can include, for example, songs, conunercials, promotions, or other "cuts" or 
segments that may air on the radio. The program data can also include an identification of 
the broadcasting station, allowing imique codes or data sets to be maintained for different 
stations. 

The cut number can be a ntmieric or alphanumeric identification (ID) that 
30 identifies the particular cut The category of the cut can include, for example, an 
identification of the type of cut to which the cut mmiber or program data refers. For 
example, the cut category may differentiate between music, ad traffic, DJ segments, and 
link promos. Other or additional categories can be included as well. 

Additionally, information pertaining to the format of the cut can be included as 
35 well. Such format information can further indicate a type of music (e.g., pop, rock, jazz, 
classical, country and western, etc.), or a type or category of product being advertised 
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(e.g., clothing, food and beverage, insurance, automobile services, etc.). This format 
information can be used to key particular pieces or categories of supplemental material to 
the broadcasL 

As stated, a station can include a station ID in this program data to uniquely 
5 identify that station from among a plurality of other stations that may be sending data to 
broadcast Internet service provider 208. In one embodiment, however, broadcast Internet 
service provider 208 does not need such an identification signal as it may use other means 
for determining the identity of the radio station 204, such as, for example, the channel on 
which the signal is received. 
10 In alternative embodiments, analogous data fields can be provided with the 

program data. For example, other broadcast material types can include a segment ID, 
analogous to the cut code, or cut nimiber, and identifying the segment; a segment category, 
identifying a category or class to ^^ch the segment belongs. 

In a step 224, broadcast Internet service provider 208 "broadcasts" the broadcast 
15 material including the program data to user terminal 212. In the embodiment illustrated in 
Figxire 5, this "broadcast" is via the Internet 210. Thus, broadcast Internet service provider 
208 provides the broadcast materials in a digital format downloaded to user terminal 212 
via the Intemet 210. In the illustrated embodiment, this digital data includes the broadcast 
material and the program data. As stated with reference to Figure 1, in alternative 
20 embodiments, the program data can be provided directly to data server 214, which 
transmits the data to user terminal 212. 

User termimd plays the broadcast material to the user as illustrated by a step 226. 
In one embodiment, user terminal 212 can access and "play" the broadcast material via a 
web page format. In an alternative preferred embodiment, user terminal 212 includes a 
25 player that is used to play the broadcast material downloaded via the Intemet 210. This 
player can be a general purpose audio player or audio/video player capable of playing the 
broadcast material, as well as any received supplemental materials. Specific embodiments 
of an exemplary player are described below, although alternative players can be 
implemented. 

30 In a step 228, user terminal 212 retrieves the program data from the downloaded 

broadcast materials and provides this program data to data server 214. Again, this 
program data can include data pertaining to a specific portion of the broadcast material 
currently being broadcast In one embodiment as discussed above, this program data can 
include a cut number, a cut category, and a duration. Additioiially, this can include a 

35 station ID such that cut number or other codes from different stations can be differentiated. 
As stated above, the station ID can be generated originally from radio station 204 and 
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provided to broadcast Internet service provider 208 and thus included in the downlink to 

user terminal 212 via the Internet 210. 

Alternatively, station identification can be generated by the user terminal 212 

based on a particular station that the user is cvirrently listening to. For example, in 
5 embodiments where user terminal 212 includes a player, the station selected on that player 

can be identified by the player and this identification included in the transmission to data 

server 214. In one embodiment, the data transmitted to data server 214 is also transmitted . 

over the Internet 210. However, alternative commimication means could be included. 

Preferably though, the Internet is used as the communication resource without requiring 
10 additional communication media to be introduced. In a step 230, data server 214 uses the 

program data to retrieve information pertaining to supplemental materials. As described 

above, the supplemental materials can include, for example, images, videos, audios, text, 

or other data. In one embodiment, the information or parameters retrieved by data server 

214 can include, for example, a URL or other location information to identify where the 
IS one or more various supplemental materials may be located on additional supplemental 

servers 216. Data server 214 returns the information pertaining to the supplemental 

materials to user terminal 212. This retum path can also be implemented by the Internet 

210 or other communication path. 

Additionally, as stated above, some or all of the supplemental materials may be 
20 located on data bases directly associated with ID server 214. In this alternative, these 

materials can be directly returned to user terminal 212. 

In a step 232, user terminal 212 uses the information provided by data server 214 

to retrieve the supplemental materials fix>m another server such as, for example, 

supplemental server 216, In Intemet implemented embodiments, a URL provided by data 
25 server 214, for example, can be used by user terminal 212 to retrieve web-based images, 

videos, audio clips, text files, HTML files, or other data or information from a web server 

via the Intemet 

In a step 234, user terminal 212 provides the retrieved supplemental materials to 
the user while the user is listening to the broadcast materials. This provision is generally 
30 referred to as *'playing" the supplemental materials, regardless of whether the played 
materials are audio, video, still images, text or other data. Because the supplemental 
materials can be retrieved based on the program data associated with a current segment, 
the supplemental materials can be coordinated with the broadcast material. 

As can be seen by the above description, there is a wealth of additional 
35 supplemental information that can be provided to a user at his or her user terminal 212 to 
accompany the broadcast materials broadcast by radio station 204. To list just a few 
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examples, the xiser may be provided with an image of an album currently being played, 
album title, artist, and track number, links to purchase the album, additional materials such 
as promotional materials, concert schedules and materials, memorabilia, artists bios, other 
images or videos relating to the album or artists, or virtually any other information that 
5 may be somehow related to the current item being played by radio station 204. 

Additionally, advertising information can be retrieved and provided on user 
terminal 212 in conjimction with the current broadcast material. For example, particular 
advertising spots may be keyed to particular songs or broadcast material to further enhance 
the user interface. Advertising can be keyed to attributes identified by the program data 

10 such as music types*, products or product categories, artists, and so on. 

Additionally, where the current broadcast material is an advertising spot, additional 
supplemental information may be coordinated with that advertising spot to allow the 
advertiser to offer special goods or services to the user. For example, the supplemental 
materials may provide electronic or virtual coupons that can be provided to the listener in 

1 5 conjimction with a broadcast advertisement. For example, the supplemental materials can 
include a coupon that is downloaded to the user and printed by user terminal 212, or a 
special alphanumeric code that can be written down by the user and brought to a point-of- 
sale outlet. 

Another example of supplemental materials in the advertising or promotional 
20 capacity may include the provision of contest materials to the users. For example, the 
supplemental materials may include lottery numbers, electronic "puzzle" or game pieces, 
and the like. 

Still further, banner ads or other advertisements may be pulled up, and their display 
can be coordinated with the broadcast materisd. For example, the advertisements can be 

25 directed toward products or services related to the current track, or other advertisements 
that may appeal to listeners of the current broadcast material. As further described below 
in conjunction with this and other embodiments, there is a whole host of additional 
supplemental material that can be provided in coordination with the broadcast material. 

As stated above, in one embodiment, the interface between radio station 204 and 

30 user terminal 212 can at least in part implemented via the Internet 210. Additionally, the 
link by which user terminal 212 accesses data server 214 to retrieve information pertaining 
to the supplemental hiaterials can also be implemented by the Intemet Although 
commxmication media such as the Intemet 210 have built-in latencies that may impact 
different user terminals differently, it is conceivable that a large number of user terminals 

35 212 may attempt to access data server 214 simultaneously on the receipt of new program 
data. As such, random delay can be inserted into the path between a broadcast Intemet 
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service provider 208 and a one or more user terminals 212 listening to the broadcast. This 
random delay, which can be, for example, as much as 20 to 40 seconds, can allow the 
various accesses to data server 214 to be staggered among the plurality of users. As such, 
the load on data server 214 as well as on any supplemental servers 216 can be somewhat 
5 leveled. 

Alternatively, the process can be randomized to spread out the impact to servers 
214, 216. In one embodiment, the system can look ahead and use cut codes from future 
broadcast materials to retrieve supplemental information in advance, at randomized time 
intervals to level the server load. This can be accomplished, for example where cut codes 

1 0 are provided directly to server 2 1 4 in advance of the program. 

In yet another embodiment, a look-ahead feature is provided, wherein program 
data for one or more upcoming tracks is used to retrieve supplemental materials prior to 
the actual playing of those tracks. Thus, supplemental materials can be retrieved in 
advance, and scheduled to occur at times when the servers are not being accessed by a 

1 5 large number of other users. 

Additionally, the digital data provided to user terminal 212 can be compressed or 
encoded to allow for a more efficient commimication path. In one embodiment, 
compression is provided using the commercially available encoders such as, for example 
Microsoft's NetShow or Real's Svire Stream, and others. As already stated, the example 

20 embodiment described with reference to Figures 5 and 6 can be implemented in alternative 
embodiments with, for example, alternative broadcast material, alternative communication 
interfaces, and alternative forms of supplemental materials. 

As stated above, in one embodiment, a player can be downloaded to the user 
temiinal 212 to allow the user terminal 212 to play the broadcast material broadcast from 

25 the broadcast Internet service provider 208. The player is a software application resident 
on user terminal 212. Although the format and features of such a player are theoretically 
unlimited, one example player is now described in order to illustrate the features and 
functionality that can be provided or included in one or more alternative embodiments of a 
player. Figure 7 is a diagram illustrating a screen shot of an example player according to 

30 one embodiment of the invention. Although this example player is now described in terais 
of the example screen shot, it will become apparent to one of ordinary skill in the art after 
reading this description how alternative players can be implemented and how alternative 
user interfaces or user screens can be provided with a player. 

Referring now to Figure 7, the player illustrated in Figure 7 includes four parts: a 

35 data window 302, a player interface 304, a history window 306, and an advertising 
window 308. Each of these components are now described in accordance with one 
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example implementation. In the example illustrated in Figure 7, player interface 304 can 
include virtual buttons or selectors that can be selected or otherwise manipulated by the 
user using a moiise, track ball, keyboard, touch-screen display or other pointing or 
manipulation device. The controls illustrated in the example of Figure 7 include a voliune 
S control 3 1 2, a status display 3 1 4, a on-air display 316, and a station list button 318. 

Although not illustrated, other controls or input devices can be provided including, 
for example, a tuner button or knob to allow stations to be changed or "tuned" using the 
player interface 304 or another interface. Also, the player interface 304 can include other 
controls such as, for example, balance controls, tone controls, a mute button, and other 

1 0 controls or features that may be desirable for an audio or audio/video player. 

Data window 302 provides a place to display supplemental information or 
materials retrieved fix)m other servers such as data server 1 16 or supplemental server 120. 
For the example of the radio station as provided in Figure S, data window 302 can include 
an album image 322, artist or album or track information 324, a buy now button 326, and 

IS additional information selection area 328. Data window 302 can be implemented to 
include other or additional information or supplemental materials as well. 

In embodiments where user terminal 212 is provided with URL's to retrieve 
supplemental materials, the URL's can be used to retrieve some or all of the information 
provided in the example data window 302 and display the retrieved information. In 

20 alternative embodiments, other mechanisms can be used to retrieve and display 
information in data window 320. 

Returning now to the specific example, album image 322 is a picture or other 
image, preferably in a GIF format (e.g., *.gif) that provides a graphical representation to 
accompany the current song being played. These GIF images can be stored locally on data 

25 server 214 and provided to user terminal 212 upon receipt of the program data, or 
otherwise retrieved by user terminal 212 from supplemental server 216.' In one 
embodiment, the album image 322 is an image similar to or the same as the album cover 
image. Thus, for example, a listener tuning into a radio station using the player can also 
view the albimi cover of the albmn on which the current song can be foxmd. 

30 Where the current track is an advertising track, albimi image 322 may be an image 

designated by the advertiser that the advertiser would like listeners to be able to view upon 
hearing the advertisement being played. This for example can be pictures of the product, 
company logos, videos, or other images that the advertisers feel would entice the listener 
or provide additional information to the listener. 

35 Track information 324 can be used to provide additional information regarding the 

current track. For example, where the current track is music, track information 324 can 
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display the artist's name» the current song being played, the album on which the current 
song can be found, the record label, and any other infonnation that may be useful or 
pertinent regarding the current track. Similarly, when the track being played is a 
commercial, product information, specifications, sizes, prices, or any other pertinent 
5 material or desirable information can be displayed in track space 324. As with the other 
forms of supplemental infomiation, this information can be directly retrieved from a data 
server 214 or alternatively via supplemental server 216. 

Preferably, in one embodiment, a retrieval and display of album image 322 and 
track information 324 occurs automatically without user interaction upon receipt of 

10 program data. That is, these images and information are retrieved by user terminal 212 as 
soon as the program data is received. Playing of the track can begin immediately, or can 
be delayed until some or all of the supplemental materials are received. 

Additional info portion 328 can be used to provide additional information to the 
user or to provide menu selections that the user can interact with to select or obtain 

15 additional infomiation or supplemental materials regarding the current track. For 
example, additional information can include buttons to allow the user to select additional 
information such as, for example, artist information, concert tour information, album 
infomiation, a "libretto" having words to the track being played or to other tracks on the 
current album, ticket information for upcoming concerts, merchandizing materials, and 

20 other information that may be of value or that a user may foreseeably desire. 

Preferably, in one embodiment, these selections provide information pertaining to 
the current track being played, again based upon the program data that is received for the 
current track. This can be information relevant to a current song being played or 
additional information relative to an advertisement being played. In one embodiment, the 

25 specific information "behind" these buttons is not retrieved by user terminal 212 imtil a 
button is clicked. Therefore, in this embodiment, user terminal does not go through the 
steps of retrieving information from a server until that information is actually requested. 
Alternatively, of course, all of this information can be accessed and retrieved upon receipt 
of a program data code; however, this may result in uimecessary loading of the 

30 communication channels. 

Additionally, in one embodiment, the URL's or other locational information 
pertaining to the information behind these buttons is also not received or retrieved from ID 
server 214 until requested. Alternatively, the URL's for the information are retrieved such 
that the response time when a button is clicked is that much faster for the user. As stated, 

35 for advertisements, this information or the buttons can provide selections pertinent or 
relevant to the product being advertised. For example, selections such as additional 
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product information, shipping or delivery information, availability information, links to a 
company's complete catalog or web page, product ssrfety information, competing product 
information, or other information that a user may find useful or relevant can be linked to 
using additional information selection area 328. 
5 Also illustrated in the example player of Figure 7 is a bxiy now button 326, In one 

embodiment, buy now button 326, when selected, activates a link to a source whereby the 
user can purchase the albimi title being played. For example, in one embodiment, when 
the user clicks buy now button 326 the URL associated with a supplier of the albiun is 
retrieved- The user terminal 212 accesses the supplier's web site, allowing the user to 

10 purchase the albimi on-line. One example of a supplier web site is www.amazon.com . In 
one embodiment, buy now button 326 can bring up a list of potential suppliers such that 
the user can select which of a plurality of suppliers he or she wishes to access to purchase 
the album. Alternatively, in other embodiments, the user is not provided with the choice, 
but instead a single click on buy now button 326 brings the user directly to the preferred 

15 supplier. The supplier may of course vary depending upon the album title as not all 
suppliers carry all titles. 

In one embodiment, when program data is received at user terminal 212 and used 
to access the supplemental information, this supplemental information returned for the 
album title is a specific page within the supplier that links directly to that particular albimi. 

20 For example, where the supplier is www.amazon.com, the URL retrieved to be associated 
with the buy now button 326 is the URL that maps directly to the page or pages in the 
Amazon.com® website that relate to the current track or album. Therefore, the user in this 
embodiment does not have to work his or her way through several web pages to get 
directly to the pages pertaining specifically to the album being played. 

25 In one embodiment, when the buy now button 326 is clicked, the appropriate or 

related web pages can be brought up directly within data window 302. They can be 
configured to span the entire area of data window 302, or alternatively, to be a subset 
thereof. Additionally, a separate window can be opened or a separate browser launched, 
to allow the retrieved pages to be viewed in a windowed manner with respect to the player. 

30 Of course, the player and the window can be sized such that they both can be viewed 
simiiltaneously. The player is not limited to a single buy now button 326 and can have 
buy now buttons relating to the albtmi, concert tickets, or additional materials. Also in this 
embodiment, it is not necessary that the buy now button 326 be on the first instance of 
data window 302. Buy now buttons can be interspersed within the various supplemental 

35 images that are brought up as the user navigates through the variety of supplemental 
information avaulable. 
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Additionally, the supplier does not have to be an on-line siipplier. In these 
alternative embodiments, buy now button 326 can execute another action to facilitate 
purchase of the title or advertised product by the alternative supplier. For example, the 
button can cause an e-mail purchase order to be generated and sent, a phone call to be 
5 placed, or some other purchase-initiating siction. 

In one embodiment, concert information can be provided specifically based on the 
geographic location of the user. Thus, a user can immediately see when the artist will be 
appearing next in his or her area. Again, a buy now button can be associated with this 
concert such that the user can access a site selling tickets to the concert or concerts, or 
10 otherwise initiate a purchase of concert tickets. 

In another embodiment, a button can be provided to allow the user to obtain 
information regarding other artists with a similar style, feel, or sound as the current artist 
or track. Therefore, if a listener is particularly fond of the selection being played, that 
listener can search for other tities or artists who also have a sinular sound, style, or feel. 
15 This embodiment can use a data base that provides relational information for the various 
artists based on their style, sound, or other features or characteristics of the artist. In an 
extension of this embodiment, the user or listener may also be provided with the ability to 
click to select sample sound tracks from various other artists or albums that are selected in 
this manner. 

20 Therefore, if a user likes a particular sound and wants to hear a brief sample of an 

album by another artist, this can be accomplished with a simple selection by the listener. 
In one embodiment, this can be facilitated by providing the URL's of locations where the 
sample tracks can be found. Alternatively, a data base can be maintained within 
supplemental server 216 that allows sample tracks to be stored directiy therein. 

25 Additionally, sample tracks can be provided for the current album such that the listener 
can sample other tracks of the current album before deciding whether to purchase that 
album. 

Where the current track is an advertisement, buy now button 326 can similarly be 
used to provide a link to a site through which the user can purchase the product or 
30 products being advertised. Similar to the music track, this can be a direct link to the 
supplier's page or pages that offer their particular product for sale, or to the company's 
home page such that the user can browse through and obtain information about the 
company and all of its products. 

In one embodiment, virtual coupons can be implemented 'wdiereby an "on-line" 
35 coupon is offered to the listener. In this case, a button may be provided that enables a user 
to select a coupon. For example, a user may click on the select coupon button causing the 
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coupon to be printed out on a printer associated with the listener's machine. Advertisers 
may use this virtual coupon as a device for offering special promotions to web-based 
listeners. Of course, coupons can present special deals and can have expiration dates and 
other features or aspects associated with conventional paper coupons. 
5 A history window 306 can also be provided to display a history of tracks played by 

the radio station 204 or other program provider 104. In one embodiment, history window 
306 is a sliding window that illustrates a predetermined or selectable number of the most 
recent tracks contained within the broadcast material. The history window, in one 
embodiment, is a chronological display of past tracks played. The display does not need 

10 to be chronological, however, this organization may represent a more user friendly 
interface. Where cut codes or other information pertaining to future tracks is available, the 
history bar may also be used to provide a look into upcoming programming. 

The history window 306 can also include scroll buttons or a scroll bar such that the 
listener can scroll through the various selections in history window 306. History window 

1 5 306 does not need to be limited to displaying a history of music tracks played, but can also 
display a history of advertising or other tracks included in the broadcast material. History 
window 306 can provide a means for a listener to easily go back and retrieve information 
on past tracks. 

In one embodiment, the user simply clicks on one of the windows in the history bar 

20 to bring up the information for that selection. For example, in the embodiment illustrated 
in Figure 7, history window 306 shows the five most recent tracks played. These are, in 
chronological order (oldest to most recent), the Beatles, a Sony advertisement, a 
McDonald's advertisement, a Sprint advertisement, and a Fleetwood Mac selection. In the 
embodiment illustrated, the Fleetwood Mac selection is the one that was most recently on 

25 air. If, for example, the listener wanted to obtain additional information about the Beatles 
selection that was being played, the user may simply click on the Beatles window and that 
information can be displayed on data window 302. In this case, live-air indicator 316 may 
change to show it is no longer a live selection. 

However, with the history information pulled up, in one embodiment, the user can 

30 access all of the information that he or she could have accessed via the various buttons and 
selections when the selection was originally being played. Thus, even if the user did not 
take the opportunity to check on concert information or album information or to order an 
album when the song was originally played, the xxser can go back via the history bar and 
take the opportunity to do so at this time. In one embodiment, all that is saved is the 

35 program data for each item in the history window. Therefore, when the user makes a 
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selection, the process of retrieving supplemental information for the selected item begins 
again from scratch. 

Alternatively, any or all of the infomiation previously retrieved when that track 
was initially played can be stored locally such that the infomiation does not have to be re- 
5 retrieved when a history selection is made. Of course, depending on the amount of 
information retrieved and the storage space available, the number of selections for which 
material can be stored may vary. In one embodiment, the amount of information saved 
can be user selected. In the case of an advertisement that included a virtual coupon, for 
example, the user can still go back to that advertisement and obtain the coupon. 

10 In one embodiment, the history bar is maintained only for selections or tracks that 

were played while the listener terminal 212 was actively receiving broadcast material. 
Alternatively, program data from previous tracks prior to the time that the user terminal 
212 was "listening" to the broadcast can be downloaded such that the history bar can be 
filled in for earlier tracks. This application is particularly suited for the embodiment in 

15 which the program data is provided from the radio station 104 directly to data server 116. 
In this embodiment, the server can maintain a history and schedule of the tracks played by 
a particular broadcaster during a given time period. However, the invention is not limited 
to this embodiment as this history can be maintained by keeping track of the program data 
codes that are received from data terminals 212 in the embodiment illustrated in Figure S. 

20 There are several advantages that are obtained by providing a history bar such as 

that illustrated in Figure 7. One advantage is that the user can go back and retrieve 
information pertaining to a selection that he or she may otherwise have missed. Thus, the 
user is afforded the opportunity to take advantage of things that can easily be missed in 
real time broadcasts. For example, a user may be listening to broadcast material in a car 

25 on his or her way to the office. The user may hear a song that he or she likes or perhaps 
may even hear an advertisement of a product that he or she is interested in purchasing. 
However, as the listener is currently driving down the freeway, it is not practical to write 
down the information provided. 

Additionally, the user may wish to take advantage of the features provided by the 

30 player and cannot do so while listening in the car. Therefore, when the listener reaches his 
or her destination, the listener can bring up the player, access the broadcast broadcast 
material, and go back through the history bar 306 to find the track in which he or she was 
interested. For example, if the user wishes to purchase an album or obtain additional 
information about an album or tnick that was played on the radio while he or she was in 

35 the car, the user can simply select that albimi from the history bar and can retrieve all of 
the informational pertaining to that album. 
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Additionally, the user can purchase the product through the use of buy now button 
326. Thus, simply because the listener was in the car, the listener has not missed the 
opportunity to obtain additional information about the track or purchase the album. In the 
case of advertisements, the user may wish to purchase a product that he or she heard 
5 advertised while in the car, or take advantage of a coupon that was advertised for a product 
while he or she was in the car. Similarly, the user can access the history bar 306, go back 
to the particular advertisement, and retrieve the coupon or other information that the user 
desires. Thus, the user has not lost the opportunity to purchase a product or obtain savings 
related to a product, simply because he or she was listening to the radio station in the car. 

10 Unless the listener's user terminal 212 was on and active during the time the track 

of interest was broadcast, the data codes have not been provided to user terminal 212. 
Therefore, when the user activates his or her player, the player will retrieve the data codes 
for the period of time in which the player was active. In embodiments where program data 
is provided on server 116 from provider 104, data codes for the history prior to the time at 

15 which the player was active is also available. Additionally, server 116 may be able to 
obtain a history for the user based on codes or data received from other listeners of the 
same program. Alternatively, broadcast Intemet service provider 208 may maintain a 
history of the data codes such that they can be provided to the user terminal to access 
information pertaining to past codes prior to the time at which the player was active, 

20 An additional advantage of a history bar 306 is that the advertiser's advertising 

impression is provided with "air time" greater than that provided with the advertising time 
slot. For example, an advertiser's commercial may air for 15 to 30 seconds on the radio 
within the broadcast material. However, once the advertiser's logo is placed on a button in 
history window 306, that logo can remain on the bar for the duration of the following 

25 several slots, depending on the size of the history window. For example, in the 
embodiment illustrated in Figure 7, in which the history window displays 5 active buttons, 
an advertiser's logo wovdd be visible to the listener during the advertiser's time slot and 
also during the subsequent 4 time slots. For example, if these subsequent four time slots 
are music tracks of approximately 3 minutes in length, the advertiser's logo is available or 

30 has "air time" for an additional 12 minutes above and beyond that which it would 
otherwise receive. 

Also illustrated in Figure 7 is an advertising window 308. Advertising window 
308 can be included to. provide additionsil advertising slots to be displayed to the listener. 
In one embodiment, advertising window 308 displays banner ads or other ads of products 
35 provided by advertisers. The baimer ads or other advertising materials for display in 
advertising window 308 can also be retrieved in a manner similar to the retrieval of the 
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other supplemental materials. Thus, the advertisements can be coordinated with or coded 
to particular tracks within the broadcast material. This has the advantage that the 
advertising can be geared to the particular listener expected to be listening to a track that is 
currently playing in the programming material. As such, the advertising material is more 
5 relevant and of greater interest to the listener which is advantageous to both the listener 
and the advertiser. 

For example, when a Grateful Dead track is being played, banner ads related to 
items of interest to Grateftil Dead listeners may be keyed for appearance in advertising 
window 308. The importance of this feature can be further illustrated by considering a 

10 typical listening scenario. Because most listeners tend to listen to broadcast material such 
as radio information in the backgroimd, it is anticipated that the majority of the time that 
the player is active, the player will be operating in the background mode on user terminal 
212. For example, where the listener is at his or her office working on other applications 
on his or her user terminal, the player may be active in the backgroimd, providing 

15 backgroimd music to accompany the listener throughout his or her workday. However, 
v/bcn the listener comes upon a particular track that he or she has great interest in, that 
listener may bring the player window to the forefront As such, it is during this time, that 
the advertising window 308 is visible to the listener. Therefore, keying the advertisements 
to the track in the broadcast material maximizes the benefit of the advertisement occurring 

20 in advertising window 308. 

Advertising window 308 can also be coordinated with advertisement tracks being 
broadcast within the broadcast material. For example, advertising window 308 may 
advertise other related products, current specials in addition to what is being advertised on 
the radio, or other information or material that may be pertinent to be keyed with the 

25 advertising track. In one embodiment, it is even foreseeable that competitors* ads be 
placed in advertising window 308 such that competitors can have the chance to also 
compete in the marketplace. It should be noted however that it is foreseeable that 
agreements with the advertisers may restrict this practice firom occurring. However, the 
capability exists within the system described herein. 

30 Also provided on player interface 304 is a station list button 318. Station list 

button 318, when clicked, accesses a list of stations that are accessible by the player. 
Thus, if the listener wishes to change the station, the listener can click station list 31 8 and 
select a new station firom among those listed. The list can include identifying information 
such as, for example, station name, fi-equency, format, and other information. 

35 ' As the example described above with reference to Figures 5, 6 and 7 illustrates, the 
provision of supplemental materials coordinated with a stream of broadcast material can 
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provide nxuneroiis features and advantages to the user and the providers. Again, it is 
stressed that the invention is not limited to the specific applications or examples described 
herein. For example, although the player of Figiire 7 was discussed in terms of the radio 
station example illustrated in Figures 5 and 6, such a player can be used with other 
5 architectures, including those architectures illustrated in Figiires 1-4. Again, broadcast 
material is not limited to radio broadcast material, but can include other audio, video, or 
alternative format material. 

One or two alternatives are briefly described such that it can be seen how they 
would fit within the invention described herein. For example, consider a situation where 

10 the broadcast material being delivered is television programming. Television 
programming can be thought of as being formatted similar to the radio broadcast in that it 
includes tracks of the television program as well as advertising tracks and promotional 
slots. Similar to the radio example, these tracks in video material can be coded such that 
supplemental information can be retrieved for the coded tracks. This information can be 

15 keyed to and coordinated with the tracks such that the benefit derived from the 
information is maximized. Information can include information such as the series or 
program being displayed, actors or actresses associated with the series, perhaps even 
products that are viewed in camera on the series that a user may wish to investigate more 
fully. 

20 For example, where the broadcast material is a television show, the actors on a 

television show may be driving a particular automobile, using a particular brand of coffee, 
or otherwise using a specific consumer-related product. It is foreseeable then that 
supplemental information relating to this broadcast material can be coded into the program 
data such that this supplemental information can be retrieved in conjunction with the 

25 viewing of the broadcast material. For example, windows adjacent to the viewing window 
can provide the user with selections to view supplemental information pertaining to one or 
more products. Thus, with the click of one of these buttons, the user can obtain this 
additional information which again can include product specifications, ordering 
information, shipping and delivery information, as well as a host of other informational 

30 items that may be associated with the particular product. 

As another example, consider the case in which the broadcast material is a class 
lecture being delivered by a professor to user equipment 112. The broadcast material may 
be divided into segments analogous to the tracks, and these segments can have codes 
associated therewith einalogous to the program data. Where this format can also be useful 

35 for keying specific supplemental information to specific segments such as, for example, 
complete solutions to problems being solved in the class, supplemental texts or treatises 
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relating to the subject matter of the segment, homework assignments for the next class, 
class syllabiis or schediile information, and any other informational materials that may be 
relevant to a segment or class. 

As the few examples illustrate, the application of the invention is seemingly 
5 limitless in that there are numerous different types of broadcast material and associated 
supplemental information that can be coordinated in this manner. 

A number of different architectures and configurations can be used to implement a 
player such as, for example, the player described above. Figure 8 is a block diagram 
illustrating the functionality of an example player according to one embodiment of the 

10 invention. The player, according to this embodiment, includes several modules for 
receiving materials, coordinating materials, and playing the materials via the player. 
These modules are now described according to this example embodiment. After reading 
this description, it will become apparent to one of ordinary skill in the art how one or more 
players can be implemented using this or alternative functional architectures. A received 

15 broadcast module 404 is configured to receive the broadcast from the brosidcast material 
broadcast provider. As discussed above, in one embodiment, this broadcast is received via 
the Internet fi'om an Intemet broadcast provider. 

A play broadcast module 408 is configured to receive the broadcast material fi:om 
received module 404 and configure the broadcast material for playback via the player. In 

20 one embodiment, the broadcast material can be provided to a display screen 410, a speaker 
412, as well as other peripheral devices 422. A get-data module 414 can be included to 
utilize the program data to retrieve information pertaining to the supplemental materials. 
In one embodiment, as discussed above, this information retrieved is locational or other 
parameters pertaining to the supplemental data that can provide an indication to the user 

25 equipment regarding where to locate the supplemental materials. In alternative 
embodiments, get-data module 414 can access a server to directiy obtain these 
supplemental materials based on the program data. 

A get-materials module 418 can be utilized to use the parameters retrieved by get- 
data module 414 to subsequently receive the broadcast materials from one or more servers. 

30 The get-materials module 418 can provide the retrieved materials to the play broadcast 
module 408 such that these supplemental materials can be displayed or otherwise played 
along with the broadcast material on the various peripheral devices. 

Also illustrated in Figure 8 is a history module 420 that can be used to coordinate 
the archival or storage of particular pieces of information to maintain a history window, as 

35 discussed in further detail below. In one embodiment, history module 420 stores the 
program data received by received module 404 such that this program data can be used to 
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allow the user to go back and retrieve broadcast materials pertaining to a particular 
segment of the broadcast program. The history module 420 can be used to store program 
data, as well as, in one embodiment, supplemental materials that may already have been 
retrieved for a particiilar program segment. 
S Figure 9 is a block diagram illustrating one process by which a history window 306 

can retrieve information pertaining to the history of the broadcast material. Referring now 
to Figure 9, in a step 442, the player receives the broadcast material and program data 
firom a broadcaster. In a step 444, the broadcast material is played to the user while the 
program data is used to access supplemental information. In a step 446, the program data 

10 for each segment is stored in local storage such that it can be recalled by the history 
window for later use. 

Also stored, in a step 448, is an image associated with the program data. This 
image is displayed as part of the history window. Associated with the displayed image is 
an identification of the program data or other information that can be used to identify the 

1 5 particular history item. In response to a user selection of a particular item of the history 
window, the history module retrieves supplemental materials associated with the selected ^ 
track, and plays these materials to the user. In one embodiment, only the program data is 
stored for each track, and the history module needs to do a retrieval of supplemental 
materials associated with that track. 

20 In an alternative embodiment, some or all of the supplemental materials previously 

retrieved for that track can be stored locally and associated with the item in the history 
window. In this alternative, these items do not need to be retrieved, and can be more 
immediately played to the user. 

A more specific example implementation is now described with reference to 

25 Figures 10-12. As illustrated, in this example, on-air system 501 of the type typically 
employed by a broadcaster such as a radio station or the like broadcasts a predetermined 
audio stream comprising a predetermined sequence of songs interspersed with one or more 
audio advertisements. In one example, the on-air system is a commercially available 
system such as ENCO or Prophet commonly used by radio stations and the like. The on- 

30 air system transmits this audio information over the airwaves through antenna 505, and 
also provides it in digital form over signal line 506 to encoder 503. Concurrently, the on- 
air system also provides over signal line 507 data in the form of identifying indicia or 
codes such as cut codes. . The codes are indicators of the audio information concurrently 
being transmtted over signal line 506. Advantageously, each song or advertisement 

35 comprising the audio information being concurrently transmitted over signal line 506 
comprises a distinct segment. A cut code corresponding to and uniquely identifying a 
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segment from the standpoint of the radio station is transmitted over signal line 507 
concurrently with the transmission of the corresponding segment over signal line 506. 

Encoder 503 is configured to compress the audio information received over signal 
line 506. Advantsigeously, the encoder can be implemented using a commercially 
5 available encoding scheme such as, for example, the "Active Streaming Format" from 
Microsoft Netshow, or the "SureStream" G2 encoding scheme from Real. 
Advantageously, the encoder 503 is part of a coordinating encoder 502 configured to 
merge the cut codes provided over signal line 507 with the audio information provided 
over signal line 506 to provide a merged data stream over signal line 508. The encoder 

10 503 under the control of the coordinating encoder 502 performs this merging procedure. 
Advantageously, in this procedure, a cut code is inserted into the merged stream 
throughout the audio segment it identifies. In one embodiment, Radowave.com, the 
assignee of the subject application, provides the coordinating encoder 502. 

The audio information transmitted from antenna 505 is advantageously received by 

15 one or more traditional RF receivers (not shown) configured in the form of radios and the 
like. This process is known to those of ordinary skill in the art, and need not be described 
further. 

Meanwhile, the merged stream is provided over signal line 508 to one or more 
broadcast servers 509. In one variant, the transmission of the merged data to the broadcast 

20 servers is accomplished through a wireless interface rather than a signal line. 
Advantageously, in one embodiment, the servers are provided by broadcast.com, of 
Dallas, TX, www.broadcast.com. and are configured to simply broadcast the merged 
stream over a communications network such as the Internet. 

A player 510 is provided which executes on a client computer or other end use 

25 device within the communications networic. Alternatively, the player is a web-based 
player resident on a server in the network, but accessible through the client machine. The 
player is configured to receive the merged stream over signal line 513 and play the audio 
component thereof through speakers or the like (not shown) configured as part of the 
client computer/end user device. In addition, the player is advantageously associated with 

30 the radio station or other broadcaster associated with on-£ur system 501, such that the 
identity of the radio station or other broadcaster is known to the player. 

The player is also configxired to detect the presence of a cut code in the merged 
stream, and responsive to detecting the presence of a cut code identifying a song, signal 
another server on the network identified with nimieral 511. (The response of the player to 

35 detecting the presence of a cut code identifying an advertisement is detailed in the next 
section). In one embodiment, upon detecting a cut code identifying a song, the player is 
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configured to provide server 511 with the identity of radio station 501, as well as the cut 
code that has been detected. 

Advantageously, in one embodiment, server 511 is provided by RadioWave.com, 
the assignee of the subject application. Responsive to the receipt of a station ID and a cut 
5 code identifying a song, the server 511 accesses one or more tables. With reference to 
Figure 11, the server 51 1 first accesses a song table 516, the entries of which correlate a 
station ID and cut code with an ID of the album containing the song, the name of the artist, 
the albvim name, and the song name. Through this step, the server 511 obtains the albiun 
ID for the album containing the song associated with the cut code and station ID that was 

1 0 previously sent to the server. 

Next, the server 51 1 accesses a provider table 517. As can be seen, the entries of 
this table correlate the album ID with (1) a name of an image related to the cut or segment, 
such as but not limited to a gif image of the cover of the album or tape containing the 
song; (2) a provider link, i.e., a URL or other link to additional information related to the 

1 5 song or album, such as a link to a server 5 12 of a fiilfilhnent provider, (3) the artist name; 
(4) album name; and ( 5) song name. In one example, by accessing this table, the server 
511 obtains the name of an image file of the album or tape cover containing the sonjg, the 
artist name, the album name, the song name, and the record label. In one implementation, 
the fulfillment provider server is that of Amazon, Inc. at www.amaz on.com. and the link 

20 to this server is a URL link known as an ASIN#. In one embodiment, server 511 obtains 
the actual image for the albimi cover, which is either stored locally or on another server 
accessible fi-om server 511, and then provides the image, song name, artist name, and 
album name to player 510. In another embodiment, server 511 provides the player 510 
with a link to the image stored on another server, and, responsive to this information, the 

25 player 510 obtains the actual image for the album cover, or other related image, firom 
fulfillment provider server 512. 

In the event that there is not an entry in the provider table 517 for the album ID 
obtained fit)m the song table 516, the artist name, album name, and song name are 
obtained fit>m the song table 516. That is the reason why entries for this information are 

30 redundantiy provided in both the song table 516 and provider table 517. In this event, 
song name, artist name, and album name are provided to the player 510, but the provider 
link is omitted. 

Responsive to the receipt of the artist name, albimi name, song name, image, and 
provider link (this last item of information being provided only in the case in which there 
35 is an entry for the album in the provider table) are then provided to the player 510. Upon 
receiving this information, the player displays it through a suitable display. 
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With reference to Figure 12, an example of such a display is illustrated. As can be 
seen, the display includes a web-based component 526 in which is displayed the image 
518 of the album cover for the song that is currently being played, the name 519 of the 
artist of the song, the name 520 of the song, and the name 521 of the album in which the 
5 song is contained. In addition, aroimd the web-based display component is a border 527, 
which is advantageously stored locally on the client machine. Displayed within or at the 
border 527 is an identifier 523 for the radio station 501 from which the audio information 
being broadcast originates, and an indicator 524 of the quality of the signal, and the 
elapsed listening time. 

10 In ond embodiment, a history component 525 is displayed below the web-based 

component. This component contains information about the audio segments that have 
been played by the player in the recent past. In the illustrated embodiment, the history 
information is displayed with the most recent information beginning at the left, and the 
less recent information being arranged towards the right. As can be seen, the information 

15 is displayed is the image associated with the segment. Also, images can be displayed both 
for songs and advertisements that have aired. Starting from the left, it can be seen that an 
image 525a from a Fleetwood Mac alb\mi cover is displayed, indicating that a song from 
this albxmi was most recentiy played. This is followed by images for advertisements, 
which have aired, fix)m Sprint, McDonalds, and Sony. The image for the McDonalds 

20 advertisement is identified with numeral 525b. Next, image 525c for a Beaties album 
cover is displayed, indicating that a song from this album was played. As audio 
information is played, this history information is updated. 

A "buy now" button 522 is also displayed. When a user clicks on this button 522, 
with reference to Figure 10, a link is established to a program resident on fiilfiUment 

25 provider server 512 using the provider link provided by the server 511. As discussed, in 
one example, the fiilfillment provider server 512 is www.amazon.com, and the provider 
link is an ASIN# which is a URL link to this server. Once this link is established, in one 
embodiment, a browser is laimched allowing a user to peruse information resident on 
server 511 and purchase the album containing the song being played or related albums. 

30 Alternatively, the user is allowed access to this information through a feature window 
displayed by the player. In one example, the link to server 512 is established simply by 
appending the provider link to the URL of the server 512. In this example, it is assumed 
that the URL of the server 5 12 is known to die player 510, but it should be appreciated that 
examples are possible in which this URL information is provided to player 510 by server 

35 511. 
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It should be appreciated that examples are possible in which server 511 provides 
other links associated with the song being played to the player 510. One such example is a 
URL or other link to information describing the concert tour schedule of the artist of the 
song being aired, and a program allowing the user to purchase tickets to one of these 
5 concerts. With reference to Figure 512, when a user clicks on a *tours and tickets" 
identifier 528a, the link to this information can be established, and a browser lavmched or 
other mechanism such as a feature window initiated allowing the user to peruse this 
information. 

Another example is a URL or other link to information describing other albxmis by 

10 the artist of the song currently being played. Again with reference to Figure 512, when a 
user clicks on an "artist archives" identifier 5028b, the link to this information can be 
established, and a browser laimched or other mechanism initiated, such as a feature 
window, allowing the user to peruse this information. 

A third example is a URL or other link to information about a product or service 

15 being advertised. According to this example, an advertisement regarding a product or 
service is displayed within web-based component 526. When a user clicks on this 
information, a URL or other link can be established to a server configured to provide 
additional information about this product or service, and a browser launched or other 
mechanism initiated, such as a feature window, to allow a user to peruse this information. 

20 The above specific example is provided by way of example only, and it should be 

appreciated that other environments are possible allowing beneficial employment of the 
subject invention, including the more generic examples described above. 

The various embodiments, systems and subsystems of the invention described 
above may be implemented using hardware, software or a combination thereof and may be 

25 implemented in one or more computer systems or other processing systems. In fact, in 
one embodiment, these elements are implemented using a computer system capable of 
carrying out the fiinctionality described with respect thereto. An example computer 
system 702 is shown in and described with respect to Figure 13. The computer system 
702 illustrated in Figure 10 includes one or more processors, such as processor 704. The 

30 processor 704 is connected to a communication bus 706. Various software embodiments 
are described in terms of this example computer system. After reading this description, it 
will become apparent to a person skilled in the relevant art how to implement the 
invention using other computer or processor systems and/or architectures. The 
functionality of the invention as described above is not dependent on a particular computer 

35 or processor architecture. 
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Computer system 702 can include a main memory 708, preferably random access 
memory (RAM), and can also include a secondary memory 710. The secondary memory 
710 can include, for example, a hard disk drive 712 and/or a removable storage drive 714, 
representing a floppy disk drive, a magnetic tape drive, an optical disk drive, etc. The 
5 removable storage drive 714 reads from and/or writes to a removable storage medium 718 
in a well known manner Removable storage media 718, represents a floppy disk, 
magnetic tape, optical disk, etc. which is read by and written to by removable storage 
drive 714. As will be appreciated, the removable storage media 718 includes a computer 
usable storage medimn having stored therein computer software and/or data. 

10 In alternative embodiments, secondary memory 710 may include other similar 

means for allowing computer programs or other instructions to be loaded into computer 
system 702. Such means can include, for example, a removable storage unit 722 and an 
interface 720. Examples of such can include a program cartridge and cartridge interface 
(such as that found in video game devices), a removable memory chip (such as an 

15 EPROM, or PROM) and associated socket, and other removable storage imits 722 and 
interfaces 720 which allow software and data to be transferred from the removable storage 
unit 718 to computer system 702. 

Computer system 702 can also include a communications interface 724. 
Communications interface 724 allows software and data to be transferred between 

20 computer system 702 and external devices. Examples of communications interface 724 
can include a modem, a network interface (such as, for example, an Ethernet card), a 
communications port, a PCMCIA slot and card, etc. Software and data transferred via 
commimications interface 724 are in the form of signals which can be electronic, 
electromagnetic, optical or other signals capable of being received by communications 

25 interface 724. These signals are provided to communications interface via a channel 728. 
This channel 728 carries signals and can be implemented using a wireless medium, wire or 
cable, fiber optics, or other communications medium. Some examples of a channel can 
include a phone line, a cellular phone link, an RF link, a network interface, and other 
conmiimications channels. 

30 In this docimient, the terms "computer program medium" and "computer usable 

medium" are used to generally refer to media such as removable storage device 718, a disk 
capable of installation in disk drive 712, and signals on channel 728. These computer 
program products are means for providing software or program instructions to computer 
system 702. 

35 Computer programs (also called computer control logic) are stored in main 

memory and/or secondary memory 710. Computer programs can also be received via 
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communications interfece 724. Such computer programs, when executed, enable the 
computer system 702 to perform the features of the present invention as discussed herein. 
In particular, the computer programs, when executed, enable the processor 704 to perform 
the features of the present invention. Accordingly, such computer programs represent 
5 controllers of the computer system 702. 

In an embodiment where the elements are implemented using software, the 
software may be stored in, or transmitted via, a computer program product and loaded into 
computer system 702 using removable storage drive 714, hard drive 712 or 
commimications interface 724. The control logic (software), when executed by the 
10 processor 704, causes the processor 704 to perform the ftmctions of the invention as 
described herein. 

In another embodiment, the elements are implemented primarily in hardware 
using, for example, hardware components such as PALs, application specific integrated 
circuits (ASICs) or other hardware components. Implementation of a hardware state 

1 5 machine so as to perform the ftmctions described herein will be apparent to persons skilled 
in the relevant art(s). In yet another embodiment, elements are implemented using a 
combination of both hardware and software. 

While various embodiments of the present invention have been shown and 
described above, it should be understood that they have been presented by way of example 

20 only, and not limitation. It should be ^parent to those of ordinary skill in the art that 
many other embodiments are possible without departing from the spirit and scope of the 
invention. Thus, the breadth and scope of the present invention should not be limited by 
any of the above-described exemplary embodiments, but should be defined only in 
accordance with the claims and their equivalents. 
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Claims 

1 . A media player for playing broadcast material and associated supplemental 
information, said media player comprising: 

a receiver configured to receive broadc£ist material via the Internet from a 
broadcast service provider, wherein said broadcast material includes program segments 
and program data related to one or more of said program segments; 

a player configured to play said program segments of said received 
broadcast material on a user's computer; 

a first information retrieval module portion configured to forward an item 
of said program data related to a given one of said program segments to a first server to 
retrieve parameters identifying one or more items of supplemental material for said given 
program segment; and 

a second information retrieval module portion configured to forward said 
parameters to a second server to retrieve supplemental materials from said second server 
based on said parameters, and to provide said supplemental materials to said player for 
playback with said given program segment of said broadcast materied. 

2. The system of claim 1, wherein said parameters for said supplemental 
materials comprise one or more URLs identifying a location or locations of said 
supplemental materials on the Internet 

3. The system of claim 1, wherein said supplemental materials can include at 
least one of the group of an image, a video clip, an audio clip, a text file, an html file, and 
a data file. 

4. The system of claim 1, wherein said supplemental materials can include at 
least one of the group an album image, artist information, and an advertising logo. 

5. The system of clEiim 1, wherein said program data can include at least one 
of the group of a segment nxmiber, a segment category, a segment duration and a broadcast 
provider identification. 

6. The system of claim 1, wherein said parameters for said supplemental 
materials are identified based on a combination of a segment number and a broadcast 
provider identification. 
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7. A method for coordinating supplemental materials with broadcast material, 
comprising: 

receiving broadcast materials from a broadcast material provider, said 
broadcast materials including a plurality of segments; 
S retrieving said supplemental materials from one or more databases; and 

playing said supplemental materials with said broadcast material. 

8. The method of claim 7, wherein said receiving comprises receiving 
communications via the Internet. 

9. The method of claim 7, further comprising retrieving one or more 
10 parameters identifying one or more supplemental materials associated with said plurality 

of segments. 

10. The method of claim 9, wherein said retrieving one or more parameters 
comprises: 

providing a data code to a data server, wherein said data code identifies a 
15 segment of the broadcast material, wherein said servers use the data code to retrieve one or 
more parameters associated with said segment; and 

receiving said one or more parameters from said data server. 

1 1 . The method of claim 9, wherein said retrieving said supplemental materials 
comprises: 

20 providing at least one of said parameters to a second server, wherein said 

second server uses said at least one of said parameters to retrieve at least one item of said 
supplemental materials; and 

receiving said at least one item of said supplemental materials from said 

second server. 

25 12. The method of claim 11, wherein said providing and receiving comprise 

communicating with said server via an Internet interface. 

13. The method of claim 9, wherein said at least one of said parameters 
comprise a URL identifying a web page address of at least one item of said supplemental 
materials. 
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14. The method of claim 7, wherein said playing said broadcast materials 
comprises playing the broadcast material using a media player on a user computer. 

15. The method of claim 7, wherein said broadcast material comprises at least 
one of the group of audio and video broadcast material* 

5 16. The method of claim 7, wherein said supplemental materials can include at 

least one of the group of an im^e, a video clip, an audio clip, a text file, an html file, and 
a data file. 

17. The method of claim 10, wherein said data code can include at least one of 
the group of a segment identification, a segment category, and a segment duration. 

10 18. A broadcast material playback method for coordinating the inclusion of 

supplemental materials with the broadcast material, the broadcast material playback 
method comprising: 

receiving the broadc£ist material from a broadcaster, the broadcast material 
including progrsim data associated with program segments; 
15 retrieving supplemental materials related to said plurality of segments of 

said broadcast material, based on said program data; 

playing said supplemental materials in conjunction with the broadcast 

material. 

1 9. The method of claim 1 8, wherein said retrieving comprises: 

20 accessing a first server, to retrieve panimeters for supplemental materials 

associated with said segments; and 

accessing a second server to retrieve supplemental materials from one or 
more databases, the retrieval based on said parameters from said first server. 

20. The method of claim 18, wherein said retrieving comprises accessing a 
25 server to retrieve supplemental materials firom one or more databases, the retrieval based 

on program data relating to a segment of the broadcast material. 

21. The method of claim 19, wherein said first server is configured to receive 
said data firom said user terminal. 
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22. The method of claim 19, wherein said parameters for said supplemental 
materials comprise one or more URLs identifying a location or locations of said 
supplemental materials on the Internet 

23. A program storage device, readable by one or more machines, tangibly 
5 embodying a program of instructions executable by the machines to perform method steps 

for coordinating supplemental materials with broadcast material, said method steps 
comprising the steps of : 

receiving broadcast materials from a broadcast material provider, said 
broadcast materials including a plurality of segments; 
10 retrieving said supplemental materials from one or more databases; and 

playing said supplemental materials with said broadcast material. 

24. The program storage device of claim 7, wherein said receiving comprises 
receiving communications via the Internet. 

25. The program storage device of claim 23, further comprising retrieving one 
15 or more parameters identifying one or more supplemental materials associated with said 

. plurality of segments. 

26. The program storage device of claim 25, wherein said retrieving one or 
more parameters comprises: 

providing a data code to a data server, wherein said data code identifies a 
20 segment of the broadcast material, wherein said servers use the data code to retrieve one or 
more parameters associated with said segment; and 

receiving said one or more parameters from said data server. 

27. The program storage device of claim 25, wherein said retrieving said 
supplemental materials comprises: 

25 providing at least one of said parameters to a second server, wherein said 

second server uses said at least one of said parameters to retrieve at least one item of said 
supplemental materials; and 

receiving said at least one item of said supplemental materisds from said 

second server. 
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28. The program storage device of claim 27, wherein said providing and 
receiving comprise communicating with said server via an Internet interface. 

29. The program storage device of claim 25, wherein said at least one of said 
parameters comprise a URL identifying a web page address of at least one item of said 

5 supplemental materials. 

30. The program storage device of claim 23, wherein said playing said 
broadcast materials comprises playing the broadcast material using a media player on a 
user computer. 

31. The program storage device of claim 23, wherein said broadcast material 
10 comprises at least one of the group of audio and video broadcast material. 

32. The program storage device of claim 23, wherein said supplemental 
materials can include at least one of the group of an image, a video clip, an audio clip, a 
text file, an html file, and a data file. 

33. The program storage device of claim 26, wherein said data code can 
15 include at least one of the group of a segment identification, a segment category, and a 

segment duration, 

34. A computer program product for use with a computer system, said 
computer program product comprising: 

a computer usable medium having computer readable program code means 
20 embodied in said medium for causing the computer system to coordinate supplemental 
materials with a broadcast broadcast material, said computer readable program code 
means comprising: 

computer readable program code means for receiving broadcast materials 
from a broadcast material provider, said broadcast materials including a plurality of 
25 segments; 

computer readable program code means for retrieving said supplemental 
materials from one or more databases; and 

computer readable program code means for playing said supplemental 
materials with said broadcast material. 
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35. The computer program product of claim 34, wherein said receiving 
comprises receiving communications via the Internet. 

36. The computer program product of claim 34, further comprising retrieving 
one or more parameters identifying one or more supplemental materials associated with 

5 said plurality of segments. 

37. The computer program product of claim 36, wherein said retrieving one or 
more parameters comprises: 

providing a data code to a data server, wherein said data code identifies a 
segment of the broadcast material, wherein said servers use the data code to retrieve one or 
10 more parameters associated with said segment; and 

receiving said one or more parameters from said data server. 

38. The computer program product of claim 36, wherein said retrieving said 
supplemental materials comprises: 

providing at least one of said parameters to a second server, wherein said 
1 5 second server uses said at least one of said parameters to retrieve at least one item of said 
supplemental materials; and 

receiving said at least one item of S£Lid supplemental materials from said 

second server. 

39. The computer program product of claim 38, wherein said providing and 
20 receiving comprise commiuiicating with said server via an Internet interface. 

40. The computer program product of claim 36, wherein said at least one of 
said parameters comprise a URL identifying a web page address of at least one item of 
said siipplemental materials. 

41. The computer program product of claim 34, wherein said playing said 
25 broadcast materials comprises playing the broadcast material using a media player on a 

user computer. 

42. The computer program product of claim 34, wherein said broadcast 
material comprises at least one of the group of audio and video broadcast material. 
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43. The computer program product of claim 34, wherein said supplemental 
materials can include at least one of the group of an image, a video clip, an audio clip, a 
text file, an html file, and a data file. 

44. The computer program product of claim 37, wherein said data code can 
include at least one of the group of a segment identification, a segment category, and a 
segment duration. 
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